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•   13mm compact laminate panels which are anti-
    bacterial, impact, moisture, wear and graffiti
    resistant, easy to clean/keep clean and  have a
    10-year panel integrity
•   Carcases in 16mm or 18mm MR Board
•   13mm Compact Laminate Doors
•   Radius edging with rounded corners
•   Powder Coated Aluminium Trims
•   Wide range of colour options
•   Ventilation & hanging rod options
•   Multiple door configurations  and lock options
     available

•   Resistance too: Impact, Moisture, Wear & Graffiti
•   6mm & 3mm Compact Laminate Panels made
    from thermosetting resins to IS EN 438-4
•   Antibacterial certified to JIS Z 2801:2000 -
    Antibacterial Properties that actively destroy 99%
    of all common bacteria's
•   Fire protection - NZBC C/AS2 - AS7
•   Duralam Compact Laminate Panels are sourced
    from an ISO 9001, ISO 14001 and OHSAS 18001 
    approved and FSC certified company
•   We offer a 10 year guarantee on panel integrity
•   Duralam Compact Laminate Panels are certified
     for low chemical emissions and are  all 
    Greenguard certified

|  SYSTEM INFORMATION

|  PANEL INFORMATION

•   Key Lock, Padlock, Latch Lock and Digital Locks
    available
•   Cabinet hinge or self-closing spring hinge
     available
•   Locker Nob and tabs
•   4 Adjustable feet [er unit (hidden by Compact
    Laminate kick-plate)

|  LOCKER HARDWARE

The Durasafe Lockers are available in:
•   DuraLam Panel Colour Range - stocked &
    Extended Range
•   Laminex Colour Range

|  PANEL COLOUR OPTIONS

The Compact Laminate Panel Finish is
available in:
•   Suede (Standard)
•   Gloss
•   Decorative Laminates
•   Anti Finger Print

|  PANEL FINISH OPTIONS

Our Standard Warranties are:
•   10 Years on Panel Integrity
•   2 Years on Hardware
•   2 Years on Installation

|  WARRANTY DETAILS
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DURASAFE LOCKERS

The Durasafe Lockers  dimensions are suited
to customer needs:
•    Height Varies per customer requirement
•    Depth varies per customer requirement
•    Door Configuration varies per customer
     requirements

|  DIMENSION DETAILS

Door Configuration varies per customer
requirements
•    4-Tier Locker Configuration
•    3-Tier Locker Configuration
•    2-Tier Locker Configuration
•    1-Tier Locker Configuration
•    Z-Tier Locker Configuration
•    Customised configurations & components 

|  LOCKER CONFIGURATIONS

|  INTEGRATED LOCKER & BENCH 
   SEATING OPTION

Please contact us for Colour Samples
or for further Locker information:
|  +64 9 972 7682 
|  sales@duraplan.co.nz

www.duraplan.co.nz

Because of their hard-wearing and high-quality
finish, DuraSafe changing room lockers are suitable
for wet and dry environments. We have provided
DuraSafe lockers for a wide range  of organisations.



Contact the Restroom Specialists
today for all product enquiries or to
request a free consultation. Simply
scan this QR Code to get immediate
access to this products web page.
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